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3.52.03 - Feb, 28th 2022

Analysis

2022/02/28 Fixed possible crash while importing mov files.
2022/02/28 Fixed possible busy loop trying to import corrupted mov files.
2022/02/25 Bug fix: the ‘color per channel’ in track map was no more working.
2022/02/25 Bug fix: the mixed plot position wasn’t saved and restored in profiles.
2022/02/25 Bug fix: the ‘visible’ status in profiles could result in not being correct.

Configuration

2022/02/28 Bug Fix in CAN Output Export file: the generated file was no longer
importable.
2022/02/25 Fixed bugs about managing of maximum number of enabled channels of an
ECU / CAN2 protocol.

3.52.02 - Feb, 24th 2022

Analysis

2022/02/24 Fix on track maps updates after split type change.
2022/02/24 Bug fix while importing movies, that could wrongly say that no metadata
were available.
2022/02/24 Crash fix while importing data.
2022/02/24 Fix in DB import dialog window: the show in explorer option was non
working for a single file.
2022/02/24 Crash fix while changing channel parameters.
2022/02/23 RS3 imports into RS3A database by default.
2022/02/23 Video window: added possibility to open operating system default
application for videos.
2022/02/23 RS3 Batch Convert: added possibility to convert also mov into other formats
like drk, kml, …

Configuration

https://www.aim-sportline.com/docs/racestudio3/html/index.html


2022/02/24 Management of the maximum number of enabled channels of an ECU /
CAN2 protocol when saving a configuration. A red warning message informs the user of
this behavior when the enabled channels exceed the maximum number.
2022/02/23 Fixed same bugs on default values for multiposition channel mode.
2022/02/23 When editing data for a multiposition channel now duplicated data are in
red color.

3.52.00 - Feb, 22nd 2022

Analysis

2022/02/22 First release for the Analysis page integrated with RS3.

Configuration

2022/02/21 To avoid flickering problems spacing has been reduced in the tooltips
showing measure information of a DBC protocol.
2022/02/18 Fixed bug about SW4 Button Channels configured as Multiposition.
2022/02/17 Fixed bug about enabling the “Transmit” button for configuration.
2022/02/17 Fixed bug about updating a condition on a Button channel when a status
value of the channel is changed.

Live Measures

2022/02/18 Fixed channel names for MyChron5, when language is set to a language
different from English.
2022/02/08 Fixed bug on status variables or button channels in case values for rest
status or active status are changed.

Movies

2022/02/18 Given the introduction of Analysis3 this window has been
hidden/suppressed.

Download

2022/02/18 Fixed tooltip for downloaded file.

Communications

2022/02/09 Fixed WiFi network detection problem due to possible networks with no
name, that could generate sluggishness in software behaviour.
2022/02/02 Improvement of error reporting for FTP/HTTP connections.
2022/01/21 Fixed possible crash while sending a configuration and at the same time
looking at the live measures of the same device.



2022/01/20 Fixed issue for which the icon stating the connection of any device wasn’t
working in case of devices using standard USB drivers.
2022/01/20 Fixed issue affering a possible flicker of the live measures window after
rapidly and repeatedly connecting/disconneting devices.
2022/01/19 Fixed possible missing reconnection for SCHD after firmup operations.
2022/01/18 Fixed memory leak for SCHD.
2022/01/18 Fixed missing connection for SCHD on Windows 11 (after Gen 15, 2022
Windows update).
2022/01/18 Fixed some crashes that occurred, on Win 11, after connection and
reconnection of SCHD and other devices.

General

2022/02/11 Fixed issues importing numeric data from text in Operating Systems of
languages different from US english.

Installer

2022/01/20 Added the log of std USB drivers installation, to better understand possible
failures.

Tracks

2022/01/17 Fixed crash that could occurr while creating a track map.

Units

2022/01/17 Added imperial units of measure for torque channels.

3.39.24 - Jan, 13th 2022

Configuration

2022/01/13 Fixed bug about gain and offset and measure unit read by DBC protocol file.
It could happen depending on the local numeric settings.
2022/01/12 Fixed bug about incorrect keypad colors for keypad with ID: 0X18 or 0X19
(when used in conjunction with 0x18).
2022/01/10 Fixed bug about “CAN protocol measure matching” window that did not
show channel list of new protocol
2022/01/07 MXL2 page property dialog: fixed bug that always shown all selected.

3.39.23 - Jan, 05th 2022

Installer



Fixed the USB drivers installation, that featured ‘inf’ files with bad line ending (LF instead
of CR+LF).

Configuration

SaveAs for Keypad: fixed bug that could reset the bitrate protocol to default value
(125Mb/s).
SmartyCam HD: fixed bug in measure setting for UDM and end scale. Upon cfg reopen,
the data was reset to default value.
Expansions: corrected max expansions number for all devices.
MX2E: fixed bug due to multi-state icons that may not work correctly.

3.39.21 - Dec, 21th 2021

Configuration

Fixed minor bug about default colors for Shift Light expansions.
For MXm it’is now posible to configure also Channel Expansion, TC Hub and Shift Light
Module.
For MXm default colors of the predictive bar are now green for better times and yellow
for worse times.
CAN output. Fixed a bug when using a static exadecimal value for a single byte selection:
data was shown in decimal value.
Fixed a bug disabling a status variable for which all alarms based on status variables lost
the correct reference to them.
Fixed bug when creating or modifying a status variable, that wrongly copied the status
variable in all display channels.
Fixed bug on acquisition frequencies allowed for status variables.
Managing of custom colors for predictive time bar.
Fixed a bug on channels created by default with inconsistent condition parameters (for
instance the bug about color condition of keypad channel of PDM).
PDM: Fixed bug in display settings dialog, that wrongly showed the scrollbar.
Enabled configuration of 5 inches display for PDM32 and PDM 08.
Added check box to hide window for locking features. Reset of this option is possible by
menu “Preferences / Software Behavior / Automation”.
Enalarged column Model in Custom CAN Builder and added tooltips for all columns.
SaveAs: CAN Output is now correctly managed and saved.
Display: allowed units of measure for “time” channels.
K type thermocouple sensor are no longer configurable in RS3 for PDM devices (as PDM
can’t manage thermocouples).
Fixed bug: bitrate indication of first version ECU protocols is no longer shown as it was
wrong.
Fixed bug in rotary settings when updating channel data. Now in LED color settings, it
shows updated channel labels.



Fixed bug about updating condition on status variables or power outputs or button
channels when they are changed.
Fixed bug about default operation for condition on MXsl power output.
Fixed bug about default operation for condition on button.
Fixed bug about loading display with many pages.
Fixed bug about finding channel that could be change display measure with another one.
Fixed bug about channels used by CAN Output that sometimes were changed opening a
configuration.
Fixed bug about coded value of Power Output Half Bridges shown when used in a
condition.
Fixed bugs about allowed operations and usable values in condition on Status Variables or
Power Output Channels.
Fixed bug where RS3 crashed deleting a Status Variable.
Fixed bug for which sometimes ECU protocol channels used in the conditions, or by
display objects, or by CAN Output, were replaced by those of CAN2 protocol.
Fixed bug about saving frequency and unit of single measure importing a protocol by DBC
file.
Fixed memory leaks about multi channels configuration importing protocol from DBC file.

Tracks

Better management of dragster tracks, that used to show a length that wasn’t correct.
Some fixes for ensuring Time Zone and DST information in all user tracks.

General

Added units “in/s” for suspension speed.

Installer

This release introduces a new Installer technology, positively tested in beta.

3.38.04 - Oct, 14th 2021

Configuration

Fixed a bug that could cause the software to crash modifying a protocol in CAN-Builder.
Fixed bugs related to Hysteresis window and threshold values configuring condition on a
channel.
Added message disabling general use of keypads to warn that the configuration will be
permanently lost.
SW4, (OEM Mygale) updated settings: enabled CAN optical Beacon; disabled RS232 and
KLine because of missing hw

3.38.03 - Oct, 05th 2021



Configuration

MXK10: increased number of LambdaCAN e ChannelExp that can be added (up to 4).
Overlay: fixed possible error when loading new page.
SW4: Added new Output Commands to reset counters: Odometer (1,2,3,4 )and fuel level.
Firmware update is required.
SW4: improved access to the display MENU (Firmup needed and checked before to
transmit). Now, you just choose the pushbutton for entering the menu, then the four
pushbuttons near the display let you move through the pages, independently upon their
configuration.
Fixed bug sending the configuration to MX2E devices, as in some cases the process
erroneously timed out.
Fixed bug in pullup resistors for digital status channels.
Fixed bug in ODBC configuration.
Fixed possible error when loading a new overlay page.

Download

Fixed a possible issue with GPS data when downloading from a system using GPS-05.
Fixed bug for which, when downloading mov files from SmartyCamHD or from a SD Card,
the number of driven laps was set to zero.

AiM Tray Application

A couple of channels in Assetto Corsa and Assetto Corsa Competizione have been
modified to better comply with new stuff in simulator output.

3.38.01 - Sep, 23rd 2021

Custom Sensors

Fixed crash that could happen while managing custom sensors.

3.38.00 - Sep, 15th 2021

Configuration

Added PDM configuration.
Added SW4 configuration.
SaveAs: fixed bug when using Custom ECUs and fixed bug that could not copy all
configuration data.
Fixed bug in deleting alarm that could close the software.
Fixed minor bug about CAN protocol managing.
Fixed the issue with updating the date of the last modification of a cfg. Now it is not
necessary to open the cfg when the sw starts up again.



Fixed date format in configuration to fit available space.
Fixed bug in setting alarm condition for digital status channel: ‘equal to’ and ‘different
from’ can now be set.
Display tab: keep of channel selection when drag and drop occurs.
Fixed bug when saving channel that shows warning icon for channels that were ‘not set’.
Status Variable: cleaned the dirt in the left margin.
Fixed possible bug transmitting a configuration with encoded channels with more than 20
codes.
Fix to configuration transmission to MX2E.
SmartyCam HD 2.2: fix when using ECU that could not be sent to device.
Fixed Windows 7 bug when configuring display pages using fonts incompatible with that
OS.

CAN Protocol Builder

Added new window to set and validate all measures of a protocol imported from a DBC
file.

General

Live Measures: changed name from ‘two-state channels’ to ‘Digital Status channels’ to fit
all channel type included in the list.
Live Measures: fixed a bug setting an Associated String longer than 5 characters when
forcing channel value.
Download: fix to session best lap time shown in download window.
Feedbacks and uploads to AiM support now allow a better control upon files being
uploaded, and inform users to call support team when not logged in.
Fixed error management in converting lat/lon/alt values (only in case these values are in
error).
Some typos were fixed.
Firmware Updates: fixed bug that could prevent the firmware update from running.

Tracks

Fixed drawing of track directions.
Fixed bug in redrawing of the hot track, that could result in drawing no line.
Fixed bug in creation of a new map, that could be impossible when trying to create a map
made of only beacons.

3.36.11 - Jul, 1st 2021

Live Measures

Fixed bug for which for some channels it was impossible to change units of measure



ECU Stream

Fixed some protocols for which, upon the creation of a new configuration, channels
wrongly resulted in being hidden

3.36.09 - June, 24th 2021

CAN Builder

Fix for buttons in main protocols DB that could result in being hidden.

Configuration

Fix in font management in device pages, that could make the receive/transmit of the
configuration extremely slow.
Fix in infoline configuration: it allowed a change that culd generate display errors on
devices.

3.36.07 - May, 24th 2021

Configuration

RS3 is now ready to support new features in the firmware, to quicker manage fonts and
icons. Please notice that with this version of RS3 you’ll be in the need of a new firmware
(supplied with RS3 itself).

Tracks

Computations for web mapping have been accelerated.

General

Small fix in recognizing the Wi-Fi name of a device.

3.36.04 - Mar, 24th 2021

General

Improved Wi-Fi device scan speed for AiM devices when RS3 is running on a virtualized
Windows
Start of Wi-Fi connection has been made quicker
Improved Wi-Fi password verification function device window
Introduced a Wi-Fi warning icon to inform users when they’re possibly connected to two
networks sharing the same IP addresses
A couple of modifications were made to avoid useless RS3 logs



Fix to Wi-Fi choice menu, in which AiM devices could be erroneously placed into other
networks. Notice: this NOT being a bug in communication but only a user interface menu
sorting
Fix to FastLap export format
Fixed a couple of crashes that could happen while closing RS3, this generating a RS3
instance to be closed using TaskManager

Download

Fixed bug in xrk parsing. Some GPS samples could result as missing upon crossing GPS
week change
Fixed bug for which, downloading an xrk file with ECU locked channels, those channels
were missing in the drk file also in case the protection password was installed. Notice: the
xrk2drk utility was instead perfectly functional
Fixed filtering for GPS Accelerometers in conversion to DRK

Configuration

Fixed bug in SmartyCam stream that could result not keeping channels previously set

3.35.01 - Feb, 22nd 2021

General

Added export for .s3t files
Added export for FastLap format
Improved rendering speed for web mappings
Some fixes in xrk to drk conversion (management of GPS samples)
Fixed possible “lazyness” in closing RS3
Fixed a couple of possible crashes while closing RS3
Fixed audio management in movies
Fixes in management of files and folders with possible non ASCII characters
Fixes in management of start/finish line while creating a track with no driven line
Fixed bug that (due to a wrong management of a timeout from an external API) could
make RS3 be very slow

Configuration

Fixed minor bugs and memoryleaks about math channels, status variables
Correction of the message informing that selecting the size of 1 byte the value of the
CAN Output channels could be truncated
Introduced possibility to manage alarm action only in Master and not in Slave (and
viceversa)

3.34.06 - Feb, 11th 2021



Configuration

Fixed bug in Speed Channels that could not be recorded. Unlikely bug, but theoretically it
could happen on all devices featuring a speed channel.

3.34.05 - Jan, 21st 2021

RS3

Fixed bug that might freeze the software when importing/opening configuration Fixed
bug that forbade the visualization of some channels into SmartyCam videos Fixed bug
that (due to a wrong management of a timeout) could make RS3 be very slow

Download

Fixed bug converting xrk files into drk files

3.34.03 - Dec, 4th 2020

Download

Fixed download of MyChron5 660

3.34.02 - Nov, 2nd 2020

Download

Fixed bug while parsing xrk files from MyChron5. All channels from expansions (LCU, IR
Temp, …) are properly managed in the drk file

3.34.01 - Oct, 27th 2020

RS3

Managed Toggle channel with long/short pressure time setting Managed Multiposition
channel with work value and long/short pressure time setting New sensors naming to
avoid AiM prefix
Bug fixes in channels management in existing configurations Minor bug fixes in web
updates

Download

Some fixes/improvements in xrk file parsing, mostly bound to new GPS file structures

Other



Minor bug fixes/improvements

3.32.14 - Oct, 7th 2020

Configuration

SmartyCam HD/GP HD: added support for a new overlay

3.32.12 - Jun, 12th 2020

General

Updated icon selection dialog and fixed bugs in editing custom icons (a freeze/crash in the
window)
Updated ECU protocols Fixed bug for which more simulator files than needed were
prompted for being converted into drk Fixed bug in the management of a customer
‘cancel’ while editing the color of an icon
Fixed bug in import of Assetto Corsa Files for which their date was set to import date
instead of simulation date

3.32.09 - Jun, 3rd 2020

General

The RS3 installer features a new digital signign certificate
Bug fix in data conversion to SCCA CSV file format: distance was wrongly be saved in km
instead of the agreed feet. Now the units of measure for channels are (not depending
upon RS3 units preferences): mph for Speed, g for accelerations, m for GPS Pos accuracy
The settings menu has changed a little bit for:

add a menu to link the AiM Sim Racing website
the “Import” menu has been changed into “Conversion” menu, as what’s done
there is properly a conversion to drk format (and possibly others)
in the “Conversion” menu, the ibt, acc and rf2 formats are shown separately, to
make it more clear moved the batch conversion menu together with other
conversion menus

Small Fixes in the championship management while converting ibt, acc and rf2 files into
drk files: now the championship always have the name of the simulator, in order to be
able to immediately identify those files in RS2Analysis DB. The ibt file format starts
managing test types and vehicle setup as drk notes.
The acc file format inserts in drk notes the Assetto Corsa version

Simulator Manager
Fixed bug for which saving data from Assetto Corsa Competizione the acc
files generated were huge, due to uselessly repeated data into the stream saved to file. This
didn’t happen in case of data streamed to a device




